
 Drill rod 114 mm Auger 600 mm Auger 600 mm including 
soil  

Standing 0.077  MPa 0.068  MPa 0.109  MPa 
Travelling 0.444  MPa 0.242  MPa not evaluable 
Handling 0.139  MPa 0.121  MPa 0.181  MPa 
Penetrating 0.392  MPa 0.394  MPa 0.398  MPa 
Extracting 0.289  MPa 0.258  MPa 0.266  MPa 

 
 

 Drill rod 114 mm Auger 600 mm Auger 600 mm including 
soil  

Standing 0.79  kg/cm² 0.69  kg/cm² 1.11  kg/cm² 
Travelling 4.53  kg/cm² 2.47  kg/cm² not evaluable 
Handling 1.42  kg/cm² 1.23  kg/cm² 1.85  kg/cm² 
Penetrating 4.00  kg/cm² 4.02  kg/cm² 4.06  kg/cm² 
Extracting 2.95  kg/cm² 2.63  kg/cm² 2.71  kg/cm² 

 
 

 Drill rod 114 mm Auger 600 mm Auger 600 mm including 
soil  

Standing 11.17  psi 9.86  psi 15.81  psi 
Travelling 64.40  psi 35.10  psi not evaluable 
Handling 20.16  psi 17.55  psi 26.25  psi 
Penetrating 56.85  psi 57.14  psi 57.73  psi 
Extracting 41.92  psi 37.42  psi 38.58  psi 

 
 

   
   
   
   
   

 


